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LPC2106

SD/MMC
SPI Card Slot

USBN9603
SPI USB Controller

DS18B20
1-Wire Temp

DS2405
1-Wire Switch

FM24CL64
I2C NVRAM

MCP23016
I2C Port Expander

DS2411
1-Wire Silicon ID

PCF8563
I2C RTC

AD7997
I2C 8C/10B A/D

SPI

1-Wire

I2C

MCP23016
I2C Port Expander

LED

X 8

X 8

X 16

LED

X 1

14Mhz

DB9

DB9

MAX3227E

MAX3245E

SP0 / 2

SP1 / 8

Power Ctrl, 7-30 AC/DC
5V @ 1A
3.3V @ 500ma
1.8V @ 100ma

5V

3.3V

1.8V

All devices are 3.3V.  Each device
 may be disconnected from signals
 and Vcc via jumpers.

JTAG1

JTAG2

Built-in
Wiggler

All I/Os Available On
 Headers

Magic for Hands-Off
 ISP Programming

Where I/O alternate functions
 overlap, jumpers allow selection.

INT0, INT1, INT2,
 RESET Buttons

Off-board connectors are 2.5mm
 coaxial power x 1, DB-9 serial x
 2m USB Type-A x 1, DB-25
 wiggler x 1, 2 2x10 JTAG x 2

Additional connectors are SD/MMC
 slot x 1, 2x10 I/O headers x 2,
 disconnect jumpers x ?, 2x10 A/D
 header x 1, 2x10 MCP23016 header
 x 1


